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Product program
This user manual covers the following ther-
mostats with built-in GFCI
EFET-430 Incl. fl oor sensor 3m
EFET-431 With built-in room sensor
EFET-432  With 2 sensors; built-in room 

sensor and incl. fl oor sensor 
3m

Introduction
The thermostat is an electronic on/off ther-
mostat for control of temperature by means 
of an NTC sensor either placed externally 
or internally in the thermostat. The thermo-
stat has integrated a Ground Fault Circuit 
Interrupter (GFCI, Class A). The thermostat 
and the GFCI is a dual model suitable for 
120/240 V 50/60 Hz supply.

The thermostat is capable of switching on 
your heating system at pre determined times 
on different days of the week. It is possible 
to set 4 periods called events each day with 
different temperatures. From the factory a 
default schedule is programmed suitable for 
most installations. Unless you change these 
settings the thermostat will operate to this 
default program. Working with lower tem-
peratures during times that the room is unoc-
cupied will lower your energy costs without 
reducing the comfort. The thermostat has an 

adaptive function that automatically changes 
the start time of a heating period so that the 
desired temperature is reached at the time 
that you set. After 5 days the adaptive func-
tion has learned when the heating must be 
switched on.

The thermostat type EFET-430 has an 
external temperature sensor that is normally 
placed in the fl oor construction. In this con-
fi guration the thermostat controls the tem-
perature of the fl oor and not the temperature 
within the room.
The thermostat type EFET-431 has a built-in 
temperature sensor. In this confi guration the 
thermostat controls the temperature of the 
room.
The thermostat type EFET-432 has a built-
in temperature sensor and an external 
temperature sensor. In this confi guration the 
thermostat controls the temperature within 
the room and use the external temperature 
sensor as limit sensor avoiding too high or 
too low temperatures in the fl oor construc-
tion.

The thermostat has a pin button marked R, 
allowing you to reset the thermostat to fac-
tory settings (see page 9). These are listed at 
the end of this manual with space for you to 
record your own weekly schedule.

1. Getting started

Buttons

A

B

C

D

E

F

H

I

G

A:  Reset of GFCI
B:  Red light indicating ground fault
C:  Test of GFCI
D:  Pin button adjust of clock
E:  Display
F:  Reset to factory setting
G:  Adjustment down
H:  OK - accept
I:  Adjustment up
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First time power is connected the clock and day will be fl ashing and must be set. After 
setting of time and day, selection of time scale (12 h or 24 h) and temperature scale (°C or 
°F) can be selected. If you need to adjust the time of the thermostat at a later date, insert 
a pin into the hole (  ) for setting of time and day. Adjustment must be made for summer 
and winter time. Setting of time and temperature scale can also be done under “advanced 
settings and read-out see section 4 on page 7.

☞

Press the UP (    ) or 
DOWN (    ) buttons 
to select the correct 
time and press OK 
button (    ).

☞

Then press the UP 
(    ) or DOWN (    ) 
button to select the 
correct day and 
press OK (   ) button.

1-7

☞ Press the UP (    ) 
button to select time 
and temperature 
scale and press OK 
(    ) button.

 
☞

 
☞

 
☞

 

J: Clock function
K: Manual mode
L: Time and temperature
M: Day number
N: Heating on
O: % Monitoring of switch-on time
P: 4-event symbol:
 

 

 
 

Display symbols

Wake

Night

Out

Home

Setting the thermostat into operation
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Factory settings

4-event time and temperature       

Day 1-5 Time Danfoss 430
w/fl oor sensor

Danfoss 431
w/room sensor

Danfoss 432
w/dual sensor

06:00 a.m. 77˚F / 25˚C 68˚F / 20˚C 68˚F / 20˚C

08:00 a.m. 68˚F / 20˚C 59˚F / 15˚C 59˚F / 15˚C

4:00 p.m. 77˚F / 25˚C 70˚F / 21˚C 70˚F / 21˚C

10:00 p.m. 68˚F / 20˚C 59˚F / 15˚C 59˚F / 15˚C

Day 6-7

08:00 a.m. 77˚F / 25˚C 70˚F / 21˚C 70˚F / 21˚C

11:00 p.m. 68˚F / 20˚C 59˚F / 15˚C 59˚F / 15˚C

4-event 
sequence 5:2

Hi-Low 
temp. 131˚F / 41˚F OFF/OFF OFF/OFF 82˚F / 59˚F

Scale 12 H / ˚F

Adaptive 
control ON

6. Failure codes
E0 = Internal failure, replace thermostat
E1 = Built-in sensor short-circuit or disconnected, replace thermostat
E2 = External sensor short-circuit or disconnected

7. Technical data
Supply:  ....................................120/240V AC 50/60 Hz
Load:  .......................................16A maximum (resistive load)
Power:  .....................................1.920 W at 120V AC
            ......................................3.840 W at 240V AC
GFCI:  .......................................Class A (5 mA trip level)
Temperature range:  .................+5 to +40°C, +40 to +104˚F
Amb. Temperature range:
Thermostat:  .............................0 to +40°C, +32 to +104˚F
GFCI:  ....................................... -35 to +65°C, -31 to +149˚F
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Programmation du produit
Ce guide d’utilisation contient des renseigne-
ments sur les modèles de thermostat avec 
disjoncteur de fuite à la terre intégré.
EFET-430 avec capteur de plancher 3 m
EFET-431 avec capteur de pièce
EFET-432  avec deux capteurs; un capteur de 

pièce et un capteur de plancher 3 m
Introduction
Le thermostat est du type électronique à 
action par tout ou rien qui régule la tempéra-
ture au moyen d’un capteur NTC placé soit 
à l’extérieur, soit à l’intérieur du thermostat. 
Il est doté d’un disjoncteur de fuite à la terre 
(GFCI de classe A). Le thermostat et le GFCI 
sont compatibles aux modes d’alimentation 
120/240 V 50/60 Hz.
Le thermostat peut activer le système de 
chauffage à des heures prédéterminées 
pour des jours différents de la semaine. Il est 
possible de régler quatre périodes (appelées 
événements) à des températures différentes 
chaque jour. Un horaire par défaut, qui 
convient à la plupart des installations, a été 
programmé en usine. À moins que vous ne 
modifi iez ces réglages, le thermostat fonction-
nera selon ce programme par défaut. Si vous 
réglez le chauffage à une température plus 
basse lorsque la pièce est inoccupée, vous 
couperez les coûts d’énergie sans réduire le 
confort. Le thermostat est muni d’une fonc-

tion adaptative qui modifi e automatiquement 
l’heure de début de la période de chauffage 
afi n que la température désirée soit atteinte 
à l’heure que vous avez réglée. Après cinq 
jours, la fonction adaptative sait quand activer 
le système de chauffage.
Le modèle de thermostat EFET-430 est muni 
d’un capteur de température externe que l’on 
place normalement dans le plancher. De cette 
façon, le thermostat contrôle la température 
du plancher et non celle de la pièce.
Le modèle de thermostat EFET-431 est doté 
d’un capteur de température intégré. Dans 
cette confi guration, le thermostat contrôle la 
température de la pièce.
Le modèle de thermostat EFET-432 est 
doté d’un capteur de température intégré et 
d’un capteur de température externe. Dans 
cette confi guration, le thermostat contrôle la 
température à l’intérieur de la pièce et utilise 
le capteur de température externe comme 
une sonde de limite pour empêcher que la 
température du plancher ne soit trop élevée 
ou trop faible.
Le thermostat dispose d’un bouton miniature 
identifi é d’un R qui vous permet de le réini-
tialiser aux réglages de l’usine. Ces réglages 
sont énumérés à la fi n de ce guide. Il y a aussi 
de l’espace afi n que vous puissiez prendre en 
note votre propre horaire hebdomadaire.

1. Début

Touches

A

B

C

D

E

F

H

I

G

A:    Réinitialisation du disjoncteur de fuite à 
la terre

B:    Voyant rouge indicateur de mise à la 
masse défectueuse

C:    Vérifi cation du disjoncteur de fuite à la 
terre

D:    Bouton miniature pour le réglage de 
l’horloge

E:  Affi chage
F:  Remise aux réglages effectués en usine
G:  Ajustement vers le bas
H:  OK - acceptation
I:  Ajustement vers le haut
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Réglage en usine

Heure et température des quatre événements

Jours 
1 à 5

Heure Danfoss 430
Avec capteur 
de plancher

Danfoss 431
avec capteur 
de pièce

Danfoss 432 
avec deux 
capteurs

06:00 a.m. 77˚F / 25˚C 68˚F / 20˚C 68˚F / 20˚C

08:00 a.m. 68˚F / 20˚C 59˚F / 15˚C 59˚F / 15˚C

4:00 p.m. 77˚F / 25˚C 70˚F / 21˚C 70˚F / 21˚C

10:00 p.m. 68˚F / 20˚C 59˚F / 15˚C 59˚F / 15˚C

Jours 6 et 7

08:00 a.m. 77˚F / 25˚C 70˚F / 21˚C 70˚F / 21˚C

11:00 p.m. 68˚F / 20˚C 59˚F / 15˚C 59˚F / 15˚C

Séquence 
en quatre
événements

5:2

Limites 
supérieure 
et inféreure 
de tempéra-
ture

131˚F / 41˚F OFF/OFF OFF/OFF 82˚F / 59˚F

Échelle 12 H / ˚F

Commande 
adaptative En circuit

6. Codes de dérangement
E0 = Défectuosité interne; remplacez le thermostat
E1 = Capteur interne court-circuité ou déconnecté; remplacez le thermostat
E2 = Capteur externe court-circuité ou déconnecté

7. Fiche technique
Source d’alimentation  .............120/240V AC 50/60 Hz
Charge:  ....................................16A maximum (charge résistive)
Puissance:  ...............................  1.920 W at 120V AC

3.840 W at 240V AC
GFCI:  .......................................Class A (seuil e déclenchement réglé à 5 mA)
Plage de témperature:  .............+5 to +40°C, +40 to +104˚F
Plage de témperature ambiante:
Thermostat:  .............................0 to +40°C, +32 to +104˚F
GFCI:  ....................................... -35 to +65°C, -31 to +149˚F
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Notes
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Notes
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Danfoss can accept no responsibility for possible errors in catalogues, brochures and other printed material. Danfoss reserves the right to alter its products without notice. This also applies to
products already on order provided that such alterations can be made without subsequential changes being necessary in specifications already agreed.
All trademarks in this material are property of the respective companies. Danfoss and the Danfoss logotype are trademarks of Danfoss A/S. All rights reserved.

Danfoss A/S
DK-6430 Nordborg
Denmark
Tel.: +45 74 88 22 22
Telefax: +45 74 49 09 49
E-mail: danfoss@danfoss.com
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